
Heavy duty design
Sprinkler trolley with quick unhooking
mechanism
Travel shut-off mechanism
Highly efficient turbine and gear-box
Minimum pressure required 3.5 Bar,
maximum 8 Bar.
Sensitive speed control between 10 to 40
m/h
Coaxial reducer to rewind the hose with
hydraulic turbine.
Trolley with 2 rubber wheels
Compact dimensions, optimum weight
balancing on wheels
Adjustable sector irrigator with nozzles of
different diameters
Automatic stop at the end of the work
Excellent Water Uniformity
Long Life & Simple Maintenance.
Easy and safe operation
Very low labour requirement  man and
consists mostly of driving a 4-wheeled bike.
Made in Italy

Hose Length: 160 m
Hose Diameter: 50 mm
Hose Thickness: 4.3 mm
Working Pressure: 45 - 90 psi
Water Flow: 90 - 280 l/min
Effective Spray Width (Diameter): 36 -
50 m
Total Irrigated Area: 195 X 350 m =
68,250 m² (6.8 Hectare) in 7 days
Sprinkler: DuCaR Atom 28
Weight: 285 kg
Mechanism: Gear Box directly
integrated to turbine
Rewind Speed:10 - 40 m/h

FEATURES: 

APPLICATIONS:

Compact, easy to use small
hard hose irrigator

Agriculture: Small crops and hobby farms
Turf Irrigation: Golf, race courses, playing
fields and gardens
Dust Control: Mining and construction
sites
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